
 

Komori Lithrone S529C

Podstawowe informacje

Nazwa: Komori Lithrone S529C
Producent: Komori
Rok produkcji: 2006
Numer referencyjny: 001  

Opis Dodatkowy

Model: Komori Lithrone S529C
Rok produkcji: 2006
Licznik: 53 mln Specyfikacja maszyny: Kolory: 5+L Max
rozmiar papieru: 530 x 750 mm Min rozmiar papieru: 200
x 360 mm Obszar zadruku: 520 x 736 mm Rozmiar płyty:
605 x 745 mm Rozmiar obciągów: 678 x 770 mm
Gramatura: 0,06 – 0,8 mm Wysokość stosu: 1000 mm
Max. prędkość 16,000 ark/h Controls: PQC-S Print quality
control console KHS-AI High speed start up function Smart
sequence function (AMR pattern saving/loading) Self
diagnosis – I PDC-SII Print density control system PDC
communication interface kit Plate register remote control
(circum:+/-1.0mm, lateral:+/-3.0mm) Transfer cylinder
cocking remote control (+/-0.2mm) Full APC Paper
thickness preset Paper size preset Auto ink roller wash-up
(twin nozzles for solvent and water spray) Ink fountain
roller cleaning function Auto blanket cleaner – With solvent
impregnated cloths Auto impression cylinder cleaner- With
solvent impregnated cloths Feeder: Feeder skid loader
(flat plate ) Suction tape feeder Anti-static air blast foot
Feeder side blowers Suction side guide (Min. sheet size
200 x 360mm) Ultrasonic double sheet detector Inker:
Mortorized ink fountain roller Ink roller nip follower Ink
ductor interval (timing) remote control Oscillating ink roller
cooling ready (with sealed rollers) Ink oscillating roller
phase (timing) adjustment (manual) Rider roller above 4th
ink form roller Anti-ghosting roller B and D rollers (on all



units) Inker/dampener de-clutch on 1st and the final
printing unit Dampening: Komorimatic continuous
dampening system Dampening form roller speed
acceleration Oscillating rider roller on dampening form
roller Oscillating rider roller below dampening form roller 
Printing units: Skeleton transfer cylinders with air guide
& one action gripper pad
height adjustment Blower cabinet for skeleton transfer
cylinder air guides Bed height 200mm
– Press skirts for 200mm raised bed
– Delivery area sensor for 200mm raised bed
(Pile height F: 1,000 / D: 1,100mm) Anti-rust treatment for
plate cylinder (thermal stainless spray) Anti-rust treatment
for blanket cylinder (thermal stainless spray) Chrome
plated impression cylinders Delivery: Delivery skid loader
Preset & stacking counter Anti-static bar at delivery Sheet
de-curler Air blow bars above delivery pile Delivery chain
guide auto lubrication Coating unit: Chamber coater
– Circum. (0-2mm)/lateral (+/-3.0mm) register adjustment
remote
control
– Transder cylinder cocking remote control (+/-0.2mm)
– Anti-rust treatment on coater blanket cylinder
Compatible clamps for blanket and polymer/steel based
plates Coater On/Off timing adjustment Long extended
delivery (IR/hot air)
– Delivery missing sheet detector
– Heatproof delivery (IR/hot air)
– Exhaust duct preparation above delivery Ancillary
options: Preparation for Grafix sprayer Ink/dampening
rubber rollers Transformer – SBA Dampening / inker water
circulator PQC lamp Powder sprayer – Grafix Coating tower
components H&B IR dryers New set of ink rollers for one
unit Used set of water rollers for two units 2 anilox rollers 
W skład wyposażenia nie wchodzi: sprężarka monitor
typu wall screen ( wyposażenie drukarni) Ręczna
panczownica  

Stan techniczny maszyny

Stan cylindrów: bez uszkodzeń Stan maszyny
przedstawiony w ogłoszeniu pochodzi z inspekcji
wykonanej przez naszego pracownika, który uzyskuje
informacje sprawdzając wszystkie funkcje urządzenia
wynikające ze specyfikacji. Dla pewności zalecamy
niezależną od nas inspekcję mechaniczną. Posiadamy bazę
techników serwisowych wszystkich wiodących
producentów.  

Serwis

Świadczymy usługi profesjonalnego serwisu maszyn
poligraficznych. Dzięki dogłębnej znajomości branży
poligraficznej, z którą jesteśmy związani od ponad 20 lat,
możemy zaoferować kompleksowe usługi serwisowe.  
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